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-NATTONAL DAM INSPECTION
PROGRAM

PHASE I INSPECTION REPORT

BRIEF ASSESSMENT

Identification No.: MA 00183

Name of Dam: Shoe Pond

Town: Beverly

County and State: Essex County, Massachusetts
Stream: Bass River - Tributary of the Danvers River

Date of Inspection: April 18, 1979

The dam at Shoe Pond is a 17 foot high, 250 foot
long earth embankment with a concrete core wall., The
dam, which was originally constructed in 1904, was
ralsed 3 feet in 1941. The outlet works are located at
the west abutment and consist of a 26.3-foot long weilr
with stoplogs and a low-level cutlet., Discharge is
over the stoplogs of the weir and over the top of the
outlet gate. The effective length of the splllway is
33.0 feet with the crest at elevation (EL) 20.5.
Discharge flows down a cohncrete-lined chute and into s
lower pond. The difference in elevation hetween the
upper and lower ponds is 9.6 feet. A li-inch intake,
passing through a gatehouse on the dam, provides water
to United Shoe Machinery Corporation.

There are defleciencies which must be corrected
to assure the continued performance of this dam. This
concluslon 1s based on a visual inspection of the dam,
a review of avallable data, and statements made by the
Owner as to operation, maintenance, and past perform-
ance. Generally, the dam is in fair conditilon,.

The following deficiencies were observed: a
localized slump on the downstream slope of the dam,
riprap missing on the upstream face of the danm,
localized erosion and bushes growing on the crest of
the dam, deterlorated concrete in the chute below the
outlet works and on the pler out to the lid-inch intake,
debris accumulated at the trash rack in the chute, and
small trees and brush growlng along the sides of the
chute.

SHOE POND DAM



"

No. SEYENY,
o Q’\\. _4'55
3}/ = /4

.Massachusetts Registration e

Based on the Corps of Engineers' guldelines, the
dam has been classified in the "small" size and in the
"significant" hazard categories. A test flood equal to
one-~half the probable maximum flood (PMF) was used to
evaluate the capacity of the spillway. The drainage
area is 1.65 square miles. Due to the restriction
caused by the street embankment upstream, the test
flood inflow was adjusted from 1,180 cubic feet per
second (cfs) to 800 cfs. Due to the delay in the
arrival of the peak discharge from upstream of the
street embankment, the test flood outflow is estimated
to be equal to the inflow of 800 cfs. This results in
the pond at E1 23.7 which is 0.8 feet above the low
area upstream of the east abutment of the dam. The
spillway (with stoplogs) can dilscharge 475 cfs which is
59 percent of the test flood outflow before the low
area is overtopped. With the stoplogs removed, the
spillway can discharge 660 cfs or 83 percent of the
test flood before overtopping occurs.

It is recommended that the Owner emplcy a qualiw
fied engineering consultant to evaluate the localized
slump on the downstream face of the dam and to perform
a static and seismic analysis of the embankment. 1In
addition, the Owner should repalr the deficiencles
listed above, as described in Section 7.3. The Owner
should also implement a program of annual technical
inspections, a plan for surveillance of the embankment
during and after periods of high runoff, and a plan for
notifying nearby residents in the event of an emergency
at the project. The measures outlined above and in
Section 7 should be implemented by the Cwner within one
year after receipt of thls Phase I Inspection Report.
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Project Manager
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Vice President 48
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This Phase I Inspection Report on Shoe Pond
Dam has been reviewed by the undersighed Review Board
members. In our opinion, the reported findings,
conclusions, and recommendations are consistent with the
Recommended Guidelines for Safety Inspection of Dams,

and with good engineering judgment and practice, and 1s

hereby submitted for approval.

CHARLES G. TIERSCH, Chalrman
Chief, Foundation and Materials
Branch

Engineering Division

FRED J. RAVENS, JR., Member
Chief, Designh Branch
Engineering Divislon

SAUL C. COOPER, Member
Chief, Water Control Branch
Engineering Division

APPROVAL RECOMMENDED:

JOE B., FRYAR
Chief, Engineering Division
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PREFACE

This report is prepared under gulidance contalined
in Recommended Guidelines for Safety Inspection of Dams,
for a Phase I Investigation. Coples of these guidelines
may be obtained from the Office of Chief of Engineers,
Washington, D.C. 20314. The purpose of a Phase I
Investipgation is to identify expeditiously those dams
which may pose hazards to human 1life or property. The
assessment of the general condition of the dam is based
upon available data and visual inspections. Detailed
investigations, and analyses involving topographic
mapping, subsurface investigations, testing, and
detalled computational evaluations are beycnd the scope
of a Phase I investigationi however, the investigation
is intended to identify any need for such studies.

In reviewing this report, it should be realized
that the reported condition of the dam is based on
observations of field conditions at the time of inspec-
tion along with data avallable to the inspecticn team.
In cases where the reservolir was lowered or dralned
prior to inspection, such action, while improving the
stablility and safety of the dam, removes the normal load
on the structure and may obscure certain conditions
which might otherwise be detectable if inspected under
the normal operating environment of the structure.

It is 1mportant to note that the condition of a
dam depends on numerous and constantly changing Internal
and external conditions, and is evolutlionary in nature.
It would be inccorrect to assume that the present condi-
tion of the dam will continue to represent the condition
of the dam at some polint 1in the future. Only through
continued care and inspection can there be any chance
that unsafe conditions be detected.

Phase I inspecticns are not intended to provide
detalled hydrologic and hydraulic analyses. In accord-
ance with the established Guidelines, the Spillway Test
Flood is based con the estimated "Probable Maximum Flood™
for the regilon (greatest reasonably possible storm run-.
off), or fractions thereof. Because of the magnitude
and rarity of such a storm event, a finding that a
spilllway will not pass the test flood should not be
Interpreted as necessarlily posing a highly inadequate
condlition. The test flocod provides a measure of rela-
tive spilliway capacity and serves as an aid in deter-
mining the need for more detailed hydrologlic and
hydraulic studies, considering the size of the dam, its
general condlitions and the downstream damage potential.
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OVERVIEW
SHOE POND DAM
BEVERLY, MASSACHUSETTS
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NATIONAL DAM INSPECTION
PROGRAM ‘

PHASE I INSPECTION REPORT

SHOE POND DAM

SECTION 1
PROJECT INFCRMATION

1.1 {@General

ae

Authority. Publie Law 92-367, dated August 8,
1972, authorized the Secretary of the Army,
through the Corps of Engineers, to initiate a
national program of dam inspection throughout
the United States. The New England Division
of the Corps of Engineers has been assigned
the responsibllity of supervising the '
inspection of dams within the New England
Region., Metcalf & Eddy, Inc. has been
retained by the New England Division to
inspect and report on selected damsgs in the
State of Massachusetts. Contract No. DACW
33-79-C-0054, dated March 27, 1979 has been
assigned by the Corps of Englineers for this
work.

PurEose:

(1) Perform technical inspection and
evaluation of non-Federal dams to
identify conditions which threaten the
public safety and thus permlt correction
in a timely manner by non-Federal
interests.

(2) Encourage and assist the States to
initiate quickly effective dam safety
programs for non-Federal dams.

(3) Update, verify and complete the National
Inventory of Dams.

SHOE POND DAM



1.2

Description of Project

a.

Location. The dam is located on the Bass
River, a tributary of the Danvers River, in
the Town of Beverly, Essex County, Massachu-
setts (See Location Map and Overview Photo).
The coordinates of this location are Latitude
42 deg. 33.6 min. north and Longitude 70 deg.
53.4 min. west.

Description of Dam and Appurtenances. The dam
is a 250-foot long earth embankment (See
Figures B-1 and B-2 and photographs in
Appendix C}. The height of the dam is about
17 feet, which is the original height of 14
feet (shown on sketch on page B-3) plus 3 feet
which was added in 1941. According to a pre-
vious inspection and construction report (see
page B~3), the dam has a concrete core wall
which was ralsed 3 feet and extended in length
in 1941. The crest of the dam is 13 to 15
feet wide and varies from El 23.7 to E1 24.,0.
There is a gravel pathway on the crest from
the east abutment to the outlet works (see
Photo No. 1), and an 8-foot high chain-link
fence is located on the upstream edge of the
crest. The upstream face slopes at 2:1
(horizontal to vertical) and is covered with
riprap to approximately El 22.0, There are
several slabs of concrete overlying the upper
riprap stones. Above this elevation, the
slope is covered with grass and bushes (See
Photo No. 3). The downstream face, which is
covered with grass, slopes at 3:1. There is
riprap at the toe of this slope to protect the
embankment from erosion due to wave action on
the lower pond (See Photo No. 6)}.

The outlet works, which are located at the
west abutment (See Photo No. 2), consist of a
sharp-crested welr adjacent to a low-level
slide gate (see photograph No. 2). Discharge
from the spillway and low-level outlet 1s into
an open concrete chute leading to the lower
pond. The approach to the splllway has 16-
foot long vertical conerete training walls and
a stone bottom. The concrete crest of the
spillway 1s at E1l 19.8. Stoplogs are set on
top of the weir to E1 20.5. The chute below
the welr 1s 165 feet long and varles in width
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from 33 feet at the welr to 15 feet wide at
the polnt of discharge intoe the lower pond,
The chute slopes at 2 percent and has a
concrete floor and walls. A trash rack is
located about 30 feet downstream from the
spillway.

The low-level outlet for the dam consists of a
gate 5.7 feet wide and 5 feet high located
adjacent to the spillway. The top and bottom
elevations of the gate are the same as the weir
with stoplogs. The gate and weir are separated
by a l1l-~foot wide, 7-foot long concrete wall.
The low-level gate is manually operated from

a platform above the gate.

There 1s a lli~inch diameter intake pipe that
leads from the pond to a concrete reservoir at
the United Shoe Machinery Corporation, located
egst of the dam. There is a wood and concrete
pler from the crest of the dam out to the
upstream end of the intake. The invert of the
intake is at E1 16.0. Control valves for the
pipe are located in a wooden gate house on the
upstrean face of the dam.

McKay Street, at the north end of Shoe Pond,
forms an embankment that attenuates the drain-
age into the pond. There is a 36-inch
diameter culvert under McKay Street that
discharges into Shoe Pond (See Figure B-2 in
Appendix B}.

Size Classification. Shoe Pond Dam is clas-
sified in the "small" category since it has a
maximum helght of 17 feet and a maximum
storage capacity of 58 acre-feet.

Hazard Classification. Immediately dewnstrean
of the dam is the lower holding pond. On the
east side of the lower pond there are two
factory bulldings of the United Shoe Machinery
Corporation complex (See Overview Photo and
Location Map). The smaller bullding 1s used
for storage, while the other bullding is
occupled and used in the manufacturing pro-
cess. South of the factory is the maln parking
lot for the factory. The outlet for the lower
pond is a culvert that extends under Elliott
Street and discharges into the Bass River.

SHOE POND DAM



Failure of the dam when the pond is at the
crest of the dam would produce a flood wave
about 3 feet high passing through parts of
some factory bulildings, the maln parking lct,
and across Elllott Street. It is possible
that this flood wave could result in appre-
ciable property damage and the loss of a few
lives. Accordingly, the dam has been placed
in the "significant™ hazard category.

Ownership. The dam is owned by United Shoe
Machinery Corporation which is located at
Elliott S3treet, Beverly, Massachusetts
(telephone 617~ 927-4200). The Manager of
Plant Engineering for United Shoe Machinery
Corporation is Mr. Bruce Paul, who granted
permission to enter the property and inspect
the dam.

Operator. The dam 1s coperated by personnel
from United Shoe Machinery Corporation.

Purpose of Dam. The water from Shoe Pond is
used for fire protection and for cooling the
turbines in the Unlited Shoe Machinery Corpor-
ation factory. The water is also used for
irrigation of the golf course on the west side
of McKay Street. The water 1s used at the
golf course only when the level in Shoe Pond
is above E1l 16.0.

Design and Construection History. The dam at
Shoe Pond was constructed about 1904, The dam
was constructed with a concrete core wall and
a '"hard compact clay" on the upstream side.
The core wall extends to "solid ground". At
the time of the original construction, the
maximum hydraulic height between the upper and
lower ponds was 12.0 feet., The elevation of
the c¢rest of the dam was 2 feet above the
maximum pond level.

In 1934, repairs were made to the spillway,
and the upper slope was paved. The 1940
inspection report (see Appendix B) states that
the intent of United Shoe Machinery Corpora-
tion was to ralse the dam 2 to 3 feet, In
1941, the work on raising the core wall and
dam to the present elevation of 23.5 + feet
was started. The core wall was extended to

SHOE POND DAM
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the east for "a short section". The low-level
outlet was constructed adjacent to the splll-
way at the same time. The construction was
completed in 1942,

Subsequent changes have been made period-
iecally. In 1954, permission was granted by
the County to raise the elevation of the weir
by 8 inches using stoplogs. In 1956, the
low-level outlet was repaired. In 13970, a
concrete cap wall was placed on both walls
near the welr and low-level outlet to cover
spalled concrete.

Normal Operating Procedures. Personnel from
United Shoe Machinery Corporation reportedly
visit the dam daily. The stoplogs, although
removable, are intended to remain in place per-
manently. The low-level ocutlet was repaired

in 1956. Since that time it reportedly has

not been operated. Maintenance work is
performed on the dam twice a year and at that
time debris is removed from the trash rack.

Measurements of the depth of the reservoir are
made when the water is below El1 16.0 (invert
of 1ld-inch intake). The United Shoe Machinery
Corporation will not supply irrigation water
to the golf course when the water level is
below E1 16.0.

A li-ineh intake pilpe discharges water to a
concrete holdlng tank. This water is used for
cooling the turbines in the powerhouse. The
static water level 1in the holding tank is the
same as the water surface in the reservoir.
The gate valves in the gate house and in the
holding tank are both kept open under normal
operating conditions.

1.3 Pertinent Data

a‘.

Dralnage Area. The approximately 1,056-acre
(1.65 square mile) dralnage area lncludes the
drainage area of the Bass River (See Location
Map). The McKay Street embankment is a
restriction to direct drainage into the pond.
There is a 36-inch culvert that discharges
water into the pond from the west side of
McKay Street.
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The topography of the watershed is gently
rolling. About 2.5 percent of the drainage
area 1ls swamps. The remaining land 1s about
one~ quarter wooded and three-quarters
cleared, partially for residential use.

Discharge. Normal discharge 1s over a 33-foot
long weir formed by the spillway and the top
of the outlet gate. The crest of the weilr
with stoplogs in place on the spllliway is at
El 20.5. The water flows downstream intoc a
concrete~lined chute which 1is 33 feet wide at
the welr and narrows to 15.0 feet at the exit.
The chute is 165 feet long and discharges into
Lower Pond. The outlet for the lower pond is
a conecrete arch culvert about 11 feet wide
with a 30-~1Inch siuice gate at the entrance.
The bottom of the sluice gate is at E1 8.6.

The test flood inflow (one-half PMF) was
estimated to be 800 cfs, after adjusting for
the restriction caused by an upstream street
embankment {(see McKay Street shown on Location
Map). The peak test flood ocutflcw is esti-
mated to be 800 c¢fs with the pond at E1 23.7
and would overtop the low area near the dam by
a maximum of 0.8 feet. The spillway with
stoplogs can discharge U475 cfs or 59 percent
of the peak test flood outflow before the low
area 1s overtopped. Without stoplogs, the
spillway can discharge 660 c¢fs or 83 percent
of the test flood before the low area is
overtopped.

Personnel from United Shoe Machinery Corpora-
tlon stated that the dam has never been
overtopped.

Elevation (feet above Mean Sea Level (MSL)).

A benchmark was established at E1 20.5 on top
of the stoplogs. This elevation was estimated
from a United States Geological Survey (USGS)
topographic map.

(1) Top dam ~ 23.7 to 24,0 (FE1l 22.9 low point
- east of dam)

(2) Test flood pool: 23.7
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(3) Design surcharge (original design):
unknown

(4) Full flood control pool: N/A

(5) Recreation pool: 20.5 top of stoplogs

(6) Spillway crest (without stoplogs): 19.8

(7) Upstream portal invert diversion tunnel:
16.0 invert of lli-inch intake to factory

(8) Streambed at centerline of dam: 7.0
(estimated)

(9) Teilwater: 11.0 - Lower Pond

d. Reservoir
(1) Length of maximum pool: 1,500 feet
(2) . Length of recreation pool: 1,500 feet
(3) Length of flood control pool: N/A

e. Storage (acre-feet)

(1) Test flood surcharge {(net): 24.5 at El1
23.7

(2) Top of dam (E1l 22.9): 58
(3) Flood control pool: N/A

(k) Recreation pool (El 20.5 - Top of
Stoplogs}: 38

(5) Spillway crest (El 19.8): 33

f. Reservoir Surface (acres)

#¥(1) Top dam: 7.6
#(2) Test flood pool: 7.6

(3) Flood control pool: N/A

¥Based on the assumption that the surface area will not
significantly increase with changes in pond elevation
from 20.%5 to 23.7
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(4) Recreation pool: 7.6
(5) Spillway crest (with stoplogs): 7.6
Dam
(1) Type ~ earthfill embankment
concrete core wall
(2) Length: 250 feet
(3) Helght - maximum: 17 feet
(4) Top width: 13 to 15 feet
(5) Side slopes - downstream: 3:1
upstream: 2:1
(6) Zoning: Concrete core wall with clay
£fi11
(7) Impervious core: Concrete core wall
(8) Cutoff: unknown
(9) Grout Curtain: none
Spillway
(1) Type - Sharp-crested weir with stoplogs
mounted on welr
(2) Crest length: 33.0 feet, including 26,3
feet of stoplogs, a 1-foot thick concrete
wall, and 5.7 feet on top of the outlet
gate (see Photograph No. 2, page C-1).
(3) Crest elevation: 20.5 with stoplogs
19.8 without stoplogs
(4) Gates: None
(5) Upstream channel: Vertical concrete
training walls extending 16 feet
upstream, wing wall 5 feet long on
westerly wall, floor covered with riprap.
(6) Downstream channel: 33 feet wide at

outlet and 15.0 feet at exit. 165 feet
long. Concrete walls and floor entire
length. Trash rack at the foot bridge.

8 SHOE POND DAM
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Regulating Cutlets. The regulating outlet at

the dam consists of a slide gate adJacent to
the weir. This gate is 6.7 feet wide and has
the same top and bottom elevations as the
spillway with stoplogs, El1 20.5 and E1 15.5.
The capacity of the gate is 180 cfs with a
pond elevation at 20.6. The gate can be
raised manually until movement is impeded by
the platform above it at E1 24.6.

SHOE POND DAM



2.3

2.4

SECTION 2

ENGINEERING DATA

General. Previous inspection reports and reports
on the additional construction in 1941 are
available for the Shoe Pond Dam. A sketch showing
the concrete core wall and slopes of the dam are
on the first inspection form, made in 1917. No
record plans of the work done in 1904, 1941 or
1956 were found.

We acknewledge the assistance and cooperation of
personnel from the Massachusetts Division of Water-
ways, the Massachusetts Department of Public Works
and the USM Corporation.

Construction Drawings. The only construction
records are the reports referred to in Sectlon 2.1
and included in Appendix B. There are no as-built
drawings of the dam.

Operating Records. The only operating records

kept are when the pond level drops below E1I 16.0.

Evaluation

a. Availlability. There is limited engineering
data avallable.

b. Adequacy. The lack of detailed structural and
construction data did not allow for a
definitive review. Therefore, the evaluation
of the adequacy of thlis dam is based on review
of available past inspectlion and construction
reports, past performance history and
engineering judgment.

c. Validity. Comparison of the avallable
drawings with the field survey conducted
during the Phase I Inspection indicates that
the avallable Information 1ls generally wvalid.

SHOE POND DAM
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SECTION 3

VISUAL INSPECTION

3.1 Findings

al

General. The Phase I Inspection of the dam
was performed on April 18 and July 6, 1979.

A copy of the ingpection checklist 1s in
Appendix A, Previous lnspectlons were
conducted by the Essex County Engineering
Department in March 1917, again in 1923, 1928,
and then once every two years through March
1968, A summary of these reports is in
Appendlx B (see Pages B«3 through B-17).

Dam, The dam consists of a 250-foot long,
17-foot high earth embankment with a welr and
low~level outlet at the west abutment (see
Photos No. 1 and No. 2). There is a wood and
concrete pier extending from the crest of the
dam out to a ll-inch intake pipe. A gate
house 1s located on the upstream slope of the
dam and contains gate valves for the ll-inch
intake.

The main dam is in fair condition. The
upstream slope, 2:1 (horizontal to vertical)
is riprapped to within 2 feet of the crest of
the dam (see Photo No. 3). Some of the riprap
is missing and, In one area, 1t has slipped
down the slope. There are several randon
concrete slabs at the top of the riprap in the
middle of the dam.

A chaln-link fence located along the upstream
edge of the crest of the dam is tilted towards
the reservoir. There is some surface erocsion
under the fence along its entire length. Some
bushes are growing on the ¢rest and upstrean
face of the dam (see photograph No. 3).

There 1s a gravel pathway on the crest of the
dam, and a metal grated foot bridge across the
chute. The downstream slope 1s 3:1 and
covered with grass. There is a localized
slump midway on the slope located between the
gatehouse and east abutment. The approximate
dimensions of the slump are 10 feet wide and

SHOE POND DAM
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30 feet long. At the tce of the slope there
is riprap extending out intc the lower pond.
This riprap was in good condition.

Appurtenant Structures. The outlet works on
the dam consist of a sharp-crested weir
adjacent to a low-level slide gate which dis-
charges into a chute on the west abutment of t
the dam. The approach channel to the weilr is
formed by two concrete walls extending 16 feet
out into the pond. The westerly wall has a
wing wall 5 feet long. There is a chain-link
fence set con both approach walls. The bottom
of the channel is stone covered and in good
condition. The concrete approcach walls are
spalled, especially the easterly wall where
the fence has partially fallen into the water
due to the deteriorated concrete. The weir is
concrete with 0.7 feeft of stoplecgs added on
top. The stoplogs, although removable, are
intended to remain permanently. The concrete
on the welr has some minor spalling. Water
was flowlng over the welr at the time of
inspecticn, and it was not possible to conduct
a detalled examination. The USM Corporation
has not operated the low-level gate since

1956.

The chute has some locallzed wet areas and
some severe spalling near the weilr and low-
level outlet (see photograph No. 7). The
floor of the chute is also spalled at the
downstream end for a length of 20 feet. Down-
stream of the welr, there are two I-beam
compression struts to support the concrete
walls of the chute. The concrete around the
jolnts at all four leccatlions is in poor
condition. A trash rack is located on the
upstream side of a foot bridge over the chute.
The rack is in good condition, although it
contains an accumulation of debris about 3
feet deep. There is one crack that extends
across the floor and walls of the chute. This
crack is located midway between the footbridge
and the downstream end of the chute. Brush
and trees are growing along the west side of
the chute, and some branches are overhanging
the chute.

SHOE POND DAM
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There 1s a li-inch intake pipe in the pond
that discharges into a concrete reservoir near
the factory. This water is used for cooling
the turbines in the power house. There is a
wooden screen around the intake which can be
reached by a wood and concrete pier extending
from the crest of the dam. The piler is
supported on concrete columns which have
deteriorated, and the reinforcing bars are
exposed and corroded. Tension rods under the
pler are also corroded. Gate valves are
located in the gatehouse on the crest of the
dam. The wvalves are in good conditilon and
and reported to be operable.

d. Reservoir Area. The area around Shoe Pond
contains two factories, an athletic field and
McKay Street. The embankment beneath McKay
Street separates Shoe Pond from the golf
course upstream and forms a dralnage divide.
There is a 36-inch culvert through the McKay
Street embankment.

e, Downstream Channel. Immediately downstream of
the dam 1s the Lower Pond. There is an 11-
foot wide culvert from the lower pond which
discharges under Elliot Street into the Bass
River.

Evaluation. The above findings indicate that the
dam 1s in fair condition and that there are
several deficiencies which reguire attention.
Recommended measures to improve these conditions
are stated in Section 7.3.

SHOE POND DAM
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4.1

h.3

b,y

4.5

SECTION 4
OPERATING PROCEDURES

Procedures. Personnel from the USM Corporation
reportedly visit the dam daily. The normal
procedures at the dam consist of keeping the gate
valve open to the li-inch intake pipe. This pipe
discharges water into a concrete reservoir which
is used to ccol the turbines.

The maximum possible capaclty is maintained in the
reservolr at all times. Water is supplied to the
municipal golf course for lrrigation when the
reservoir level is above E1 16.0.

Maintenance of Dam. Malntenance of the dam is
reportedly performed twice a year. Brush is
cleared and debris removed from the trash rack.
About seven years ago, the concrete spillway was
repaired. However, in subsequent years, more
spalling of the concrete has taken place, and in
some areas it is quite severe. Also, erosion is
occurring under the fence on the upstream side of
the c¢rest, and some bushes are growing on the
crest and upstream face of the dam.

Maintenance of Operating Facilities. The low-
level outlet adjacent to the splliway was repailred
in 1956 and has not been operated according to
plant personnel. Debrls has accumulated at the
trash rack downstream of the outlet.

. The valves to the l4~inch intake pipe are kept

open and are not operated. These valves are
located in the gatehouse which is kept locked.
Concrete supporting the pler leading to the intake
pipe 18 in poor condition. The wooden screen
structure at the discharge plpe is rotting.

Description of Any Warning System in Effect.
There 1s no warning system 1n effect at this dam.

Evaluation. Although maintenance personnel visit
the dam regularly, the malntenance program is
inadequate. There 1s no program of technical
inspections or any warning system in effect at

SHOE POND DAM
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Shoe Pond Dam. A regular program of Inspection
and maintenance, and a survelllance and warning
system for this dam should be implemented as
recommended in Section 7.3.

SHOE POND DAM
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SECTION 5

HYDRAULIC/HYDROLCGIC

5.1 Evaluatlon of PFeatures

a.

General. Shoe Pond is impounded by a 250-foot
long, 17-foot high earth dam. McKay Street,
which is located at the northern end of the
pond, forms a restriction to 92 percent of the
drainage area into the pond. There is a 36-
inch diameter culvert under McKay Street to
Shoe Pond. The drainage area for the pond is
1,056 acres (1.65 square mlles) and 1s located
in suburban communities with sections of dense
residential development.

The maximum storzge 1in Shoe Pond is calculated
to be 58 acre-feet. The maximum flood level
is unknown; personnel at USM Corpeoration state
that the dam has never been overtopped. The
pond is used for industrial purposes.

The low-level outlet is a manually operated
slide gate adjacent to the welr. The splll-
way and outlet are separated by a concrete
wall 1 foot wide and 7 feet long. The slide
gate is 5.7 feet wide and 5.0 feet high and
has an invert at E1 15.5. The top of the gate
can be raised only to El 24.6, which is the
bottom of the platform from which the gate
mechanism is operated, This raises the bottom
of the gate to El 19.6, leaving an opening 5.7
feet wide by 4.1 feet high. The gate has a
capacity of 180 efs with a water surface at El
20.6. Assuming no inflow, the pond can be
lovwered 2 feet in about 2 hours starting with
the water level at the spillway crest.

Design Data. There are no hydraulic/
hydrologic computations avallable fcor the
deslign of the spillway at Shoe Pond Dam.

Experlence Data. Personnel employed at U3SM
Corporation stated that the dam has never been
overtopped.

Visual Observations. Water discharges over
stoplogs and over the top of the outlet gate.

SHOE POND DAM
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The effective width of the spillway 1s 33.0
feet, and the crest is at E1 20.5. The dis-
charge channel 1s a concrete chute with an
invert at El 15.5 at the weir. The chute
curves around the dam at the west abutment and
narrows down to 15.0 feet wide at the exit.
The chute is 165 feet long and discharges into
the lower pond. 'The floor slopes at 2
percent. The chute has a concrete floor and
vertical ccncrete walls 6 feet high at the
weilr, 10 feet high at the trash rack and then
tapers down to 2 feet high at the downstrean
end (See Figure B-2).

The concrete of the chute 1is spalled and
cracked in places, and debris has piled up 2
to 3 feet deep at the trash rack. Treeg and
bushes are growlng along the west side of the
chute.

A more detailed discussion of the condition of
the dam and appurtenances ls glven in Section
3, Visual Inspection.

Test Flood Analysis. Shoe Pond Dam has been
placed in the "small™ size category and in the
"significant" hazard category. Based on the
Corps of Engineers' guidelines, a test flood
rangling frcem a 100-year storm to a one-half
PMF should be used to evaluate the capacity of
the spilliway. A one-half PMF was used in this
analysis.

The one-half PMF rate for Shoe Pond Dam was
determined to be 775 cfs per square mile of
dralnage area. This calculation is based on
the average slope of the drainage area of 1.1
percent, the pond-plus-swamp to drainage area
ratio of 2.5 percent, and the U.S. Army Corps
of Engineer's guide curves for Maximum Prob-
able Flood Peak Flow Rates (dated December
1977). Applyilng the one~half PMF rate to 1.65
square mlles of dralnage area results in a
calculated peak flow of 1,180 c¢cfs as the test
flood inflow. However, 92 percent of the
dralnage area drains to the golf course pond

on the north side of McKay Street and then

flows through a 36-~inch dlameter culvert to
Shoe Pond. Because of the attenuating effect
of the McKay Street embankment, the test fleood
inflow for Shoe Pond was reduced to 800 cfs.

SHOE POND DAM
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Hydraulic analyses indicate that the spillway
with stoplogs (they are removable but are
intended to be permanent) can discharge k75
cfs with the pond at EI 22.9, which 1s the low
point on the ground adjacent to the east abut-
ment of the dam. This discharge is 59 percent
of the test flood outflow. COvertopping would
occur in a 150-feet wide low area Jjust up-
stream of the east abutment of the dam (see
Figure B-1). The maximum discharge rate in
the low area is estimated to be 1.8 cfs per
foot of length. The depth at critical flow
would be 0.47 feet with a velocity of 3.9 feet
per second.

With the stoplogs removed, the spillway can
discharge 660 cfs or 83 percent of the test
flood outflow before the low area is over-
topped. With the gate open and the stoplogs
removed, the spillway can discharge all of the
test fleocod without overtopping the low area.

Dam Failure Analyses. The peak discharge rate
due to failure of the dam was calculated to be
5,500 ¢fs. The discharge would flow directly
into the lower pond with an outlet assumed to
be a 30-foot wide weir at E1 11.0. The weir
is approximately 3 feet below the top of the
dam at the lower pond,., Assuming that the
outlet from the lower pond would cause flow to
back up and raise the lower pond to E1l 14,
then discharge from Shoe Pond would be reduced
to 3,600 cfs,

The dam failure would result in a 500 c¢fs flow
through the condult at the lower pond and
1,500 c¢fs over land. This water would go
through parts of some factory buildings and
the maln parking lot and out across Elliot
Street. The wave height would be about 3
feet. Fallure of the dam could cause appreci-
able damage toc the factory and possibly cause
the loss of a few lives.

For these reasons, the dam has been placed in
the "significant™ hazard category.

SHOE POND DAM
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SECTION 6

STRUCTURAL SETABILITY

6.1 Evaluation of Structural Stability

a.

Visual Observations. The evaluation of the
structural stabllity of the dam at Shoe Pond
is based on a review of the available data, a
review of previous lnspectlion reports and
visual inspections conducted -on April 18, and
July 6, 1979.

Design and Construction Data. The dam was
built in 1903-04. According to the 1917
Inspeection report by the Essex County Engineer-
ing Department, the dam was constructed with a
"heavy concrete core wall'". The height of the
dam frcm stream bed to crest was 14.0 feet. A
sketch submitted with the report shows both
embankment slopes at 2:1 (horizontal to verti-
cal). Presently, the height i1s 17.0 feet and
the downstream slope is 3:1.

Operating Records. There is no instrumenta-
tlon of any type in the embankment at Shoe
Pond and no instrumentation was ever installed
at this site. The performance of the embank-
ment under prior loading can only be inferred
by physical evidence at the site.

Post-Construction Changes. Reports by the
County inspectors on the new construction in
1941 and 1942 state that the dam was ralsed.
They do not state the amount of additional
helght that was added. However, in the 1940
report of l1nspection to the County Commis-
sioner, it states that the dam may be raised 2
or 3 feet. The raising of the core wall was
accomplished by tying a new secticn into the
exlsting ccre wall.

Counterforts, extending to undisturbed old
backfill below the top of the old wall, were
added for safety agalnst overturning according
to the November 5, 1941 report. The length of
the dam was l1ncreased 15 feet at the easterly
end when this construction was taking place.

SHOE POND DAM
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In 1954, 8 inches of 2-inch by U-inch stoplogs
tied together were added to the top of the
weir. In 1956 the low-level outlet gate was
repalred. However, since that time it has not
been operated.

The chute walls were repalred about 10 to 12
years ago. At the present time the concrete
floor and walls of the spillway are spalled
and the concrete at the ends of the
compression struts 1s in poor condition.

Seismic Stabllity. Shoe Pond is located in
Seismic Zone No. 3, which indicates that there
is a potential for major damage due to
earthquakes in this area. This classification
is based on past earthquakes of intensity VII
and VIII on the Modified Mercali Scale which
occurred in 1727 and 1755, respectlvely. This
is nc record of any major earthquake since the
dam was completed.

The construction reports state that the embank-
ment 1s a "clay materlal, hard and compact™.
This material is not susceptilible to liquefac-
tion. However, since no test results are
available on the soil and no computations are
available on the design of this dam, a seismic
analysis could not be done at this time. Con-
sidering that the dam 1s in the "significant”
hazard category, a seismlic investigation
should be conducted as recommended in Sectilon
T.2.

SHOE POND DAM
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SECTICN 7

ASSESSMENT, RECOMMENDATIONS,
AND REMEDIAL MEASURES

7.1 Dam Assessment

2.

Condliticn. Based upon a review of awvailable
data, the visual inspectlion of the site, and
limited information on operation and mainte-
nance, there are deficilencies which must be
corrected to assure the continued performance
of the dam. There was a localized slump
mid-way on the downstream slope near the east
abutment. Several other signs of distress
were also observed: riprap missing from
sections along the upstream face of the dam,
eroslon along the crest of the dam causing
undermining of the chain-link fence, and
spalled concrete on the walls and floor of the
chute., The concrete at the joints with the
I-beam struts is 1in poor condition. There is
a continuous crack across the walls and floor
of the chute. Trees and bushes are growlng
along the west side of the chute, and bushes
are growing on the crest and upstream face of
the dam. There is debris at the trash rack
downstream of the spiliway. The concrete
columns supporting the pier out to the ll-inch
intake are also deteriorated.

A test flood equal to a one-half PMF was used
to evaluate the capacity of the spillway. The
test flood inflow was estimated to be 800 cfs,
after adjusting for the attenuating effect of
the street embankment upstream. The test
flocd outflow is estimated to be 800 cfs due
to the delay in arrival of the peak outflow
from upstream of the street embankment. The
outflow would result in the pond at El1 23.7,
which is 0.8 feet above the low area near the
east abutment of the dam. The spillway with
stoplogs can discharge 475 c¢fs which is 59
percent of the test flood outflow without
overtopping the low area. With the stoplogs
removed, the spillway can discharge 660 cfs or
83 percent of the tesgst flood before the low
area is overtopped.
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7.3

b. Adequacy. The lack of detailed design and
construction data did not allow for a defini-
tive review. Therefore, the evaluation of the
adequacy of this dam 1s based on review of the
available data, the visual inspection, past
performance and engineering judgment.

¢. Urgency. The recommendatlons and remedial
measures outlined below should be lmplemented
by the Owner within one year after receipt of
this Phase I Inspectlon Report.

d. Need for Additional Investigations. Additional
Investigations teo further assess the static and
selsmic stability of the dam are needed, as
discussed below in Section 7.2.

Recommendations. In view of the concerns over the
continued performance of the dam, it is recom-
mended that the Owner employ a qualified
engineering consultant to evaluate the locallzed
slump on the downstream face of the dam and to
Investigate the static and seismic stabllity of the
embankment. The Owner should implement the
recommendations of the consultant.

Remedial Measures

a. Operating and Malntenance Procedures. It 1s
recommended that the Owner accomplish the
followlng:

(1) Repair the concrete at the Junction of the
I-beam compression struts and the walls of
the chute,

(2) Repair the spalled concrete on the walls
and flcocor of the chute and repair the
crack located below the trash rack.

(3) Repailr the ercsion and dislodged sections
of fence on the crest of the dam.

(4) Replace riprap missing from the upstream
face of the dam.

(5) Remove all the bushes on the crest of the
dam and initlate selective clearing of
trees and roots adjacent to the west side
of the chute. Backfill where required
wlth selected material.
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(6) Maintaln the low-level gate in operating
condition and provide access to the gate
stem.

{7) Have the proper tools readily accessible
so that the stoplecgs can be removed and
the gate opened if reguired.

(8) Repalr the detericrated concrete on the
columns supporting the pler out to the
li-inch intake.

(9) Conduct a program of monthly maintenance
inspections of the dam and appurtenances.
This should include monthly e¢learing of
debris from the trash rack in the chute
below the outlet works. Additional
inspections should be conducted during
and after severe storms. All repairs and
maintenance should be undertaken in
accordance with all applicable State
regulations. .

(10) Conduct periodic technical inspections of
this dam on an annual basis.

(11) Institute a plan for surveillance of the
embankment during and after periods of
unusually heavy runoff and a plan for
notifying nearby residents in case of an
emergency at the project.

7.4 Alternatives. There are no recommended alternatives.
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APPENDIX A
PERIODIC INSPECTION CHECKLIST
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PERIODIC INSPECTION

PARTY ORGANIZATION

PROJECT UNITED SHOE POND DAM DATE 4/18/7%

TIME1:00-5:00 PM

WEATHER SUNNY-50°

W.S. ELEV._20.6 U.S. __ DN.S.
PARTY:
1. M. LARSON 6. H.LORD
2._M.GILBERT ST
3. _A.S.NAGEL 8.
4. _L. BRANAGAN 9.
>._W. CHECCHI 10. _
PROJECT FEATURE INSPECTED BY REMARKS
1. DAM GILBERT & LARSON
2. HYDRAULICS BRANAGAN
3.
b,
5.
6.
7.
8.
9.
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PERIODIC INSPECTICN CHECK LIST

PROJECT _1NTTED _SHOE POND DAM

PROJECT FEATURE Dam Embankment

DISCIPLINE GEOTECHNICAL

DATE 4/18/79
NAME M.Larson
NAME M.Gilbert

M.G.=Millien Gallons

AREA EVALUATED

CONDITIONS

DAM EMBANKMENT

Crest Elevation

24.0

Current Pool Elevation

20.6

Maximum Impoundment to Date

35.5 Acre-ft (11.6 M.G.)

Surface Cracks

None

Pavement Condltion

Gravel-tire ruts ( 1"-2" deep)

Movement or Settlement of Crest

Light poles-vertical
Fence tilting towards pond

Lateral Movement

Fence
Vertical Alignment 0.K.
Horizontal Alignment 0.K.

Condltion at Abutment and at
Concrete Structures

Abutment 0.K.
Outlet concrete spalled

Indications of Movement of
Structural Items on Slopes

Slight localized bulge midway on D/S
glope between gate house and the east
abutment

Trespassing on Slopes

None

Sloughing or Erosion of Slopes
or Abutments

Some erosion under fence on
upstream gide of crest

Rock Slope Protection - Riprap
Fallures

Some localized failures of riprap,
another area where riprap is
missing

Unusual Movement or Cracking at
or near Toes

No

Unusual Embankment or Downstream
Seepage

Not visible - D/S
by lower pond

toe is inundated

Piping or Bolls

No

Foundation Drainage Features

Lower pond toe of dam

Toe Drains

No

Instrumentation System

None
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PERIODIC INSPECTION CHECK LIST

PROJECT UNITED SHOE FOND DAM DATE 4/18/79
PROJECT FEATURE __ OQutlet Works NAME M.Gilbert
DISCIPLINE GEOTECHNICAL NAME__M.lLarson
AREA EVALUATED CONDITION

QUTLET WORKS - SPILLWAY WEIR,
APPROACH AND DISCHARGE CHANNELS
a. Approach Channel

General Condition Good

Loose Rock Overhanging None

Channel
Trees Overhanging Channel Na

Floor of Approach Channel

Submerged-good

b. Weilr and Training Walls

General Condition of
Concrete

FTair (west) Poor (east)
spalling,fence fell in on east
gide

Rust or Staining

Yes,staining

Spalling

Heavy on top of east wall

Any Visible Relnforcing

heavy spalling
Compression struts(2)@wall conn.

Any Seepage or Efflorescence

Minor efflorescence @ or below
high water,minor seepage

Drain Holes

None
¢. Discharge Channel
General Condition Fair
quse Rock Overhanging No
- Channel
Trees,Overhanging Channel Yes

Flodfiof Channel

Other Obstructions

Some cracking of concrete-1 crack
continuous 2 walls+floor-Very poor
last 20 feet

{Bome CORCFEere WMissing @ water Itmwe

"X-8ection on Compression strut

AL ]
2.5"x8"
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PERIODIC INSPECTION CHECK LIST

PROJECT UNITED SHOE POND DAM DATE 4/18/79
PROJECT FEATURE Bridge to intake NAME M.Gilberxrt
DISCIPLINE GEOTECHNICAL NAME M.Larson
AREA EVALUATED CONDITION
OUTLET WORKS - SERVICE BRIDGE (Pier and platform to 1l4-in. intake)

Wood-satisfactory
a. Super Structure

Concrete columns (4) spalled

Bearings rebars exposed and corroded
Anchor Bolts Very poor condition @ platform
Bridge Seat Fair

2 steel tie bars under bridge- -

Me
Longitudinal mbers corroded below water line

Under Silde of Deck
Fair

Secondary Bracing

Deck Wood~tair to good-Tover on 4"
intake 1is missing

Drainage System

Railings

None
Expansion Joints -
Paint ‘ None

k. Abutment and Piers

General Condition of Conerete | poor

Alignment of Abutment

Approach to Bridge

Condition of Seat and
Backwall
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PERIODIC INSPECTION CHECK LIST

PROJECT®  United Shoe Pond Dam DATE 4/8/79

PROJECT FEATURE Gate House NAME M. Gilbert
DISCIPLINE Geotechnilcal NAME M. Larson

AREA EVALUATED CONDITION
OUTLET WORKS - CONTROL TOWER Gate house on upstream face of dam

a. Concrete and Structural

General Condiltion Good
Condition of Joints Good
Spalling None
Visible Reinforcing None

Rustlng or Staining of
Concrete None

Any Seepage or Efflorescence |None Observed

Joint Alignment Good
Unusual Seepage or Leaks in

Gate None
Cracks None

Rusting or Corrosion of Steel|None

b. Mechanical and Electrical

Air Vents

N/A
Float Wells N/A
Crane Hoilst Cood
Elevator N/A
Hydraulic System N/A
Service Gates Stated by owner to be in good condition
Emergency Gates N/A
Lightning Protection System ..,
Emergency Power System N/A

Wiring and Lighting System N/A
in Gate Chamber
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APPENDIX B

PLANS OF DAM AND PREVIQUS
INSPECTION REPORTS

Figure B~1, Plan of Dam from field survey,
April 18, 1979

Figure B-2, Plan of McKay Street and
Sectlons through Dam and
McKay Street from field survey,
April 18, 1979

Dam Inspectlon Report, Essex County
Engineering Department, 1917

Letter Reports, Essex County
Engineering Department
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Beverly D. 6

1917, Xarch 26, Watershed 1.5 sq. m, Nax. Ht. 12,0 ft. Apparent .
condition, Good, ' :

1928, Aug. 1. C. C. Barker, Insp. Dam on Bass River, east of !
Kay Street, is owned by the United Shoe liachinery Company, and is used
for manmufacturing purposes.. I gave a noticé tc P. R. Bosworth who is
in charge and who inspected the dam with me. Below this dam is a
small basin at the end of which 'is a concrete dam which acts as a
spillway. Below this ppillway is a wide concrete covered channel
which leads to the tide water, and in case of failure there would
probably be no damage or leoss of life., The conditions are the same
and there have been no changes except that the old tide gate at Elilot
Street has been removed. The northwest wall of the spillway is cracked
and there is a slight leekage there. The lower basin has been raised
about six inches and they intend to raise the slope paving in this
basin and will probably repair the spillway at the same time. Otherwise
this dam is in geod condition., The water level today is elevation 4.

1928 Report to Co. Comm, Bass River Dam east of licKay Street, is
owned by the United Shoe tlachinery Company, and is in fair condition,
eXcept that some repairs at the spillway are contemplated by the own-
ers and there seems to be no possibility of damage through failure,

1930, Sept. 15. €. C. Barker, Insp. Dam on Bass River east of
fcKay Street, is owned by the United Shoe Wachinery Company, and is
used for menufacturing purpeses. I gave a copy of ithe notigce to P,
R. Bosworth, who is in charge. He Inspected the dam with me. The con-
ditions below the dam are the sameé and in case of fallure, there would
probably be no damage or loss of life, The lower slopes are in good _
condition and is well paved et the water level of the lower basin,
The paving on the upper slope is somewhel irregular. The northwest
wing wall of the spillway on the upper side is cracked, and in rather
poor shape, kr. Bosworth intends to make some repairs around the spill-
way this fall. The water is low.

1930 Report to Co. Comm, A small dam on Bass River east of Liekay
Street is owned by the United shoe Hachinery Corporation,and is so
situated that there would probadbly be no damage in case of failure.

The paving on the upper slope is somewhat out of shape and the north-
west wing wall of the spillway is cracked and in rather poor condition.

1932, Aug. 1. C._ C. Barker, Insp, I gave the notice to P. R. Bos-
worth, who went to the dam with me., The dam is in good condition ex-
cept the crack in the northwest wing wall which is in rather poor
shape, This will probably be repaired this fall and some of the pav-
ing on the upper side put in better shape, There has been no change. .

1932, ¥ov, 1. R. R, Zvans, Insp. Drove to site to note conditicns
but did not inspect dam. Heavy rain at the time, Frobability of doizg:z

* . below does not seem to justify requiring of anything o be done, al- .

though repairs, stated to be in contemplation in C.C.B. report, should
of course be nmzde,

1932 Report to Co. Comm. Liittle inportance, noet in good condition.
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Beverly D. 6

1934, Sept. 27. C.C.Barker, Insp. I gave a copy of the
notice to Mr. Bosworth, who sent lr. Robert Chelmers to the dam
with me, The spillway has been repaired and the paving on the
upper slope has been put in good condition. This dam is now in
good condition,

‘+

1934 Report to Co. Corm. Sgructure 1s of 1ittle importance,

1936 Aug. 8, C,C,Barker Insp. I saw Hr, Bosgworth, Thers
has bsen no change; this dam is in good condition,

1956 Report to Co, Commissionera. Safe and in reascnably
good condition,

. 1938 0et, 25, C,C.Barker, Insp, I gave a copy of the notlce
to Mr, Boaworth, who sent one of his men to the dam with me, Thia
dam 1s apparently in good condition and the same as when last ine-
specied, The wabter 1s jJjust splashing over the splilway,

1938 Report to Co, Comm, Safe and 1in reasonably good con-
dition - " ' .

1940, vct. 1, C.C.Barker, Insp. ‘I gave a copy of the nouice
o Mr, Bosworth, who went wo the dam wlth me, the dam 13 in good
conidlivion, “here 13 some dilsintegravion in the concrets at the
spillway also slignt leakago. Mr, Bosworzh intends to have renairs
made . The water level i3 at the boutom of the splllway,. My,
Bosworth gays they are contemplating ralsing chig dam 2 or 3 feet,

1940 Report to Co, Contrie The dam on Bass River east of YNelay
Street was found in fairly good condition, but some repalrs sre in
contemplation, and 1t is stated that the dam nay be raised two or
“three feet, - X :

1242 July 31, C.C.Bafker, Insp. I saw Mr. Boaworth. Sirce
the last inspection thls dam has been raliged. Flans were aprroved
by the County Commlzsioners, tut a few changes were made and now Tr.
Posworth will furnlsh the county with a plan of the dam as acbtually
rcbuilt. This dam is in good condltion snd the work is comdlete
except for. a 1ittle loaming and seediﬁg at the easterly end,. The

rond 1ls partly full. )
1942 Report to Co. Comm.‘ Ho report. .

194 4 July 19, S.W.:hbodbury, Insp., Fr. Ernest DiPaolo went bo

the dam with me. I -ave him a copy of the notice for Mr. Bosworin Ly
who 1s In charge of construction and nalntenance. Repsirs hav
been nade, accovdlng to plans T1lled in this office, since the last
inspection, &n iron pipe lias been lald from the inlet to the dam

and a 24" concrete p:pe from the dam to the Toundby along the ghuwe.'

Repalrs are nade on the dam every spring and'fall. ”ater level 1s
.19.0 ft. The dam is in very good condition,
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. 1944 Report to Co, Comm, Safe and in reasonably good conditlon,

1946 Oct, 1, S.¥.Woodbury, Inap, I gave a copy of the notlce $o Mr.
Bogworth who went to the dam with me, No repalrs since last Inspection.
VWater level today 19.7 on gauge. Conditlon of the dau is the same.

1946 Report to Co, Comm. Safe and In reascnably goed condition,.

1948 September 22, S, W, Woodbury, Insp, Gave a copy of the notice

to ¥r. Frhest Dipaolo for Mr, Bosworth. Hr, Depaulo went to ths dam with
me, No repairs since last inspection. Water level teday: 15.0' on gauge,.
Condition of the dam 1is the same, '

1948 Report to Co., Conm, Safe and in reasonably goocd condition.

~ 1950 Sept. 29, S.W.Woodbury, Insp. Gave a copy of the notice to Mr,
Ernest Dipaolo for Mr. Bosworth. ¥Mr, Dipaolo went to the dam with me,

No repairs slnee last inspection, Water level today: 1l0.5 feet on gauge,
Condition of the dam is the same,

1950 Report to Co. Comm. Safe and In reasonably good condition,

1952 E,H.Page, Insp. Gave a copy of the notice to Mr, Gardner for

Mr, Baldus who was out. Mr, Gardner went to the dam with me, No repairs

since last inspection. Water level today: El., 18.6 ft., Some leakage throus

Othe conc, sidewall of the spillway on the downstream side. Condition of the
dam is the same, .

1952 Report to Co. Corms Safe and in feasonably good condition.

— 1954, May 20, E.H.Page and J.0.Harmaala, Insps. Owner's Agent’

Mr, Baldas. 8" of flashboards have been added as requested by owner,
These boards are more or less permanent, Elev. of water or dilstance above
or below spillway: 2". Height of flashboards ete, in place: 8", Minimum’
freeboard with all possible stop logs ete. in place 3.0" +, ° Condition of
dam: Reasonably good. The drawoff gate at the spiliway is not in working
condition, . This should be remediled, :

1954 Report to Co. Comm., Séfe’and in reasonabl&-good condition,

1956 3ept.. 12, E.H,Page, Insp . Owner: United Shoe., Ownap's
Agent: ir. Baldus., Elev, of water:t 3", Height of flashbeards: 8"
No obstructions. Drawoff gate was repalired and 1s now in working condition,

1956 Report to Co. Conm. Safe and in reasonably good condition.
1959, Jan, 6, E.H.Page & K.M,Jackson, .Insps. No repairs since

last inspection, Elev, of water: Just lapping over flashboards, Helght
of flashboards 8" Minimum freeboard: 3' + Obstructions: Clear.
Condition: good.

‘I’ 1958 Report to Co. Comm. Safe and in reascnably good condition,
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Beverly D, 6

1660, Dec, 28, E.H.,Page & P.D.Killam, Insps. Conditions below
dam: Good, Elev., of water: Top of flashboards, Small leak in
river wall below dam, Height of flashboards: 10" above cone, Ho
obstructions in splllway. Condition of dam: . Good. Checl helght
gﬁ rlaggboards. Frozen over - skating. Permission granted for

to . . .

1960 Report to Co. Comm. United Shoe Pond on Bass River.
Permission was granted to raise height 6" or 8", but height has been
raiged,10",

%o

1962, January 2, 1963, K.M, Jackson, Insp. Owner: United Shoe
Machinery Corp. Conpditions below dam: Good, Eleve. of water:
Top flash boards, Height of flashbcards; §' of flashbozrds.

No obstructions in spilliway. Condition: good, Frozen over.

1962 Report %o Co, Comm. Safe and in reasonably good conditien,

1964, . January 4, 1965. P.D.Killam and K.M., Jackson, Insps.
Bass Rlver. Conditions are the same.

1964 Report to Co. Comm, Safe and in reasonably good condition.

1966 March 3, 1967, P.D.Killam and X. M.Jackson, Insps.
Bagss River. Condition the same.

1966 Report to Co. Comm. Safe and in reéasonably good condition.

1868 March 25, 1969, P.D.Killam and J. Fitzgerald. Stop planks
have been removed and about 0.5 ft. water going over dam. Condition -
good. .
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October 27, iv4l,
Dam at United Shoe Machinery Corporation, Beverly

I was at the dam atv about 11:0v AM,. with Mr, Barker, and saw
work in ﬁroé}ess and talked wlth Mr. Boswortn, Tpe top of the corcrece
-core wall has béen uncovered for its full length and a short secvion of new
wall has been built on top of the northessterly end of this core wall and
sxtending beyond it whar; thers was previousiy no wall. 'he bottom of the
new wall in this erea beyond the old wall ia abodf two feet below the top
grade of the old wall. - The maverial 6n the upstream side of the olid Qoré
wall is & ciay materisl, hard and compact, and the new wall overlabs it
on the upstream side as called for in the plans to a depth of about eight
inches below the top. o

Mf. Bosworvh states that the top of the wall was roughened by
using aﬁ alr hammer and neat cement paste was worked 1nvo 1v f{ollowsd by
about two inches of one to two mortar before placlng the conereve which
is from the Lynn Sand and Stone Company, and was mixed in the truck'érter
arriving at the site, his conereve, which was deposlited Sabturday, is |
a one to four mix and forms have been removed this morniﬁg showing a very
good surface. A section of the top of the wall which had been rougnened
near the gate house 1s also exposed thls morning and shows that a very good
Job was done, Holes for dowels have been drilled , the reinforcing is
being assembiled and wired together, and forms have been built and are loose
in place so that it is expecved that the remalnder @f this wall will be bui’
about VWednesday of tvhis week, '

— Iv 13 now Mr, Bosworth's intention to complete the fill on the

- }; FRTY RURITSS

wpther slde, also.the splllvay walls and dem, 80 as to ralseée the level of th
pond to increase the storage, after wvhich he plans to drew dowm the lower

pond and extend the pipe by about two lengtha s0 as o have better opporvun
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at
ity to complete the downsiream siopa. '

' . Apparentiy a very good job is being done, closely supervised

by ¥r. Bosworth,

vt —
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" as low as the original foundatlon, although Mr. Bosworth feels very

Dam at United Shoe Machinery Corporation, Beverly

I viaited the site of the work with Mr. Barker on Noveuber
fifth. The forms have been stripped from the core wall of'the dam
and forms are in place and reinforcing rods within them are being wired
up for the extension of the side walls of the spillway. Counterforts,
extending below the top of the old wall, are provided, running back
into the propOseiLfifl to atrengthenqthe wall agafnaé.ﬁvertﬁrning from
the earth prassurs? They do not extend to the bottom of thg old wall,
or, so far as I observed, to ledge, but rest in the undisturbed old
back f£ill. The trench on both sides of the cofe wall of the main dam
has been backfilled and 1s said to have been theroughly rammed in place.
during the wet weather of the laat weekend, and looks to be fhoroughly
compacted, All work seems to be done wgll and requirements of plans
and specifications are being fully followed, except as to spiliwaf wall,

Since November fifth this matter has been tsken up with ¥Mr.
Bosworth and with hls assistant Mr. Depaulo. Instead of bullding the
wall with a batber on the back as shown on the plans it was built of
subatantiélly the s#me thickness as the wall on which it rests, The

counterforts have a heavy rectangular base of concrete undel their ends o

which acta aa a couﬁterweight, so that the resultant pressure is Back
near the rear face of the wall, but the horizontal'rainrbrcing in the
wall does not seem sufficlent to transfer the pressure by beam action
Fo'these countervelghts or counterforts, and in any event this conatruec.
tion does_not strengthen the original wall agalnat overtﬁrning’under tﬁe
pressure of the added height of fill, Exsmination on the ground doea

not dlsclose that there 1s any Iedge; at legst down to a point nearly

SHOE POND DAM
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certain that ledge was sncountered, It ia agreed now {lovember 13)
that XI-beam struts wlll be placed across the spillway channel at
about the level of the old top of the wall at intervals not,exceeding

about sixteen feet on the longést - .. side to take up this thrust.

0~-2
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United Shoe ¥achinery Corporation Dam, Beverly

Vislted the work with Mr, Barker on November 21, 1941,
The 111 on the upstream side‘of the wall, and encugh of it on the‘
dovmatrean slde to meet the slope, has been completed nearly to
finished grade.‘ It has been rolled and shows in places marks of
tractor,” and seems to be very hard and compact. Filling behind
tﬁe walls of the outlet channel 1s well along and forms are being
set for the return at the end of the wall on the McKay Street slde
uprlver, Also concrete has been added in the bottom of the channsl
and workman 1s cutting recess In the McKay Street wall to take the end
of the strut, A layer of broken stone ahout one inch size has been
deposited on the upstream slope and tﬁe slope paving of large stone
i3 being laid on it and is abqut-finished for a part of the length

of the dam,

1841
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United Shoe Machinery Corporation dam, Beverly, Massachusetts

Visited the dam at about 11 AM. Kovember twenty seventh.
The concrete walls have been .completed. The portion at the new
gate 1s surrounded with tarpaulins and there is an oil heater inside
to keep the concrete from freezing. The temperature is well abtove
freezing now, The added concrete in the‘floor of the wasteway
channel extends from the upstream'end down to about the poéition where
the rack wlll be placed and the old concrete below that point is belng
roughened up with pneumatic hammers'preparatory to completing the work
there. The slope paving on the upstream side of the dam 1s complete.
The fill seems to be up to grade, but 1littls or no fill has been added
on the dovmstrcam slcpe. The earth f1Il on the Mc¥ay Strest side of
the outlet is Peing placed and not much more remains to do, Both
stesl struts, each conposed of two channels eeparated by short sections
of I-beam rivatted betwéen the backs of_the'chanpgls, are 1n place and

well anchored in recesses cut in the walls,

0-2
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APPENDIX C
PHOTOGRAFPHS

(For location and direction of view of photographs, see
Figure B-l in Appendix B).
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NO.1 DAM CREST AND DOWNSTREAM EMBANKMENT

NO. 2 SHARP CRESTED WEIR AND LOW LEVEL GATE
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NO. 4 MISSING RIPRAP ON UPSTREAM CREST OF DAM ;
SHOE POND DAM
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NO. 5 DETERIORATED CONCRETE SUPPORT
AT PIER AND PLATFORM — 14 INCH INTAKE

~ NO.6 DOWNSTREAM RIPRAP
c-3
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APPENDIX D

HYDROLOGIC AND HYDRAULIC
COMPUTATIONS
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INFORMATION AS CONTAINED IN
THE NATICNAL INVENTORY OF DAMS

SHCE POND DAM



